












































@ Press button B to enter gear
learning settings screen.

4-22 Gear learning settings

[ ps.K

@During the gear learning, please select a road that is wide
and and relatively straight with little to no traffic lights for more
accurate settings and traffic safety.

@EX : To set the gear to gear-learning.

@Press button A (to add) or button C
(to deduct) to choose the setting
number.

/\ Now the setting value will blink. |

If any changes happen to the
tires circumference then the
ear indicator will need to re-
earn the gear positioning.

[N[@2)d Settings range :
OFF + Gear-learning
Default value : Gear-learning

@Example : Set the Gear learning from
off to Gear-learning.

@ Press button B to enter the
Gear-learning screen.

@Example : When the gauge displays
LEArN, it will blink.

@Press button A or button C to start

the gear learning.

[NI®Xid Where gear-learning is not
required, press button B to
return to the main screen for
gear-learning setting.

@Start riding when "GO" is flashing.

To abandon the gear-learning,
short-press any button to return|
to the main screen for

gear-learning setting.

@®When the 1st Gear is blinking,
please change the gear of the
bike to 1st gear and keep riding
the bike for few seconds. The
setting is completed when the
signal has detected the accurate
1st gear value, and the process
will move on to the 2nd gear.

@®When the 2nd Gear is blinking,
please change the gear of the
bike to 2nd gear and keep riding
the bike for few seconds. The
setting is completed when the
signal has detected the accurate
2nd gear value, and the process
will move on to the 3rd gear.

@®When the 3rd Gear is blinking,
please change the gear of the
bike to 3rd gear and keep riding
the bike for few seconds. The
setting is completed when the
signal has detected the accurate |
3rd gear value, and the process |
will move on to the 4th gear. I

@®If the highest gear for the bike is
the 6th gear, when the gear
learning model has reached the
7th gear and it is unable to
detect the accurate gear after
pending for few seconds, it will
end the learning process and
return to the setting screen.

@Gear learning settings screen.
@Press button A once to enter next
setting.

@®Once confirmed, to leave the screen,
press button B to return to the main
screen.
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5 Trouble shooting

The following situations do not indicate malfunction of the meter. Check the following points before contacting us.

Trouble

The meter doesn't
work when power
ison.

The meter shows
wrong information.
Speed doesn't
appear or appears
incorrectly.

Tachometer doesn't
appear or appears
incorrectly.

Thermometer doesn't
appear or appears
incorrectly.

Check item

@The power isn't supplied to the meter.

—Please make sure the wiring is connected.
The wiring and fuse are not broken.

—The battery is too old to supply needed
power (DC12V).

@ Check the voltage of your battery, and
make sure the voltage is over DC 12 V.

@ May be due to poor connection of wiring.

—Please check whether the wires are
disconnected or have fallen off.

@ May be wrong settings.

—Please check the settings menu to confirm
whether the setting for speed per hour is
correct.

@ May be due to poor connection of wiring.

—Please check whether the wires are
disconnected or have fallen off.

@ May be due to failure to change to R type
spark plug.

@ May be wrong setting.

—Please check the settings menu to confirm
whether the setting for RPM is correct.

@ May be due to poor connection of wiring.

—Please check whether the wires are
disconnected or have fallen off.

@ May be wrong setting.

—Please check the settings menu to
confirm whether the setting for
temperature is correct.

Trouble

Fuel meter doesn't
display or displays
error.

The clock is incorrect.

Voltage doesn't
appear or appears
incorrectly.

A/ F does not display
or displays error.

Check item

@®May be due to poor connection of wiring.

—Please check whether the wires are
disconnected or have fallen off.

@®May be wrong setting.

—Please check the settings menu to
confirm whether the setting for fuel level
is correct.

® May be wrong setting.

—Please check the setting list to see
whether the setting for clock is correct.

@ Wirings for the connector may be
poorly installed.

—Please confirm whether the wires in
the connector is properly installed
and whether the wires are connected.

@ Wires in the connector may be
poorly installed.

—Please confirm whether the wires in
the connector is properly installed
and whether the wires are connected.

@®May be due to poor connection of wiring.

—Please check whether the wires are
disconnected or have fallen off.

@®May be due to the wrong settings of AFR.

—Please check the settings menu to
confirm whether the setting is correct.

X If you can't resolve the problems according to the steps above, please contact our technical department.
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