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@®Fromd Yswitchtod 5§ screen.

@Press the Adjust button to enter the
Backlight Brightness setting

@4-7 Backlight brightness

@CEX. To change the Backlight
brightness setting fo 1.

@Fress the Select button to adjust
the brightness of the backlight

['[e}/d Aqjustable Range: 1 ~5 ]
[[eY/d Defaulf value: 5 |

@EX. The Backlight brightness setting is
changed from 5 fo 1

@Press the Adjust button to confirm and|
exit the backlight Brightness setting

@®Fromd 5Sswitchtod &G screen.

@ Press the Adjust button to enter the
ODO setting.
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@CEx. To setf the signal type of the
Warning Light (+12V = Hi; GND= Lo)

@Fress the Select button fo choose
the signal type
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[NOTE | Worn/ng Light Signal Type: ‘

NOTE Defoulf: Lo |

@EX. The Warning Light signal setting is
changed from Lo fo H i

@~Fress Adjust button fo go back fo
Warning Light signal setting screen.
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@®Fromd b switchto d 7 screen.

Press the Adjgff button to enter the
ODO settin

§ Troubleshooting

@4-9 ODO setting.

@ Press the Adjust button again fo view
the actfual meter mileage under TOTAL.

@ Ex. To set the customized mileage
adjustment under USER.

@Press the Select Button fo switch
from Total ODO fo User ODO setting.
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@CEX. To change the ODO setting
of 5000 km.

@Press the Adjust button to enter the
desired ODO value to be sef.

@EX. The User ODO to be set is
3000 km.

@Press the Adjust button fo move the
cursor to the digit to be seft.
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[\'leX 14 Setting range : 00000~
99999 km.
Setting unit : 1. mm.

[[e¥fd Defaulf value: 0 |

@PFress the Select button fo choose
the digit fo be set.
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@~Press the Adjust button fo go back fo
the ODO viewing display
@7hen press and hold both the
Adjust and Select buttons 3 sec. to exit
and go back fo the main screen.
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@Back fo the main screen.

The following situations do not necessarily indicate a malfunction to the meter. Please check the following before taking it in for repair.

Problem

The meter doesn't work
when the power is on.

The meter shows wrong
information

Speed does not appear
or appear incorrectly.

Diagnosis
@7he power is not supplied properly fo the
meter.
—Make sure the wiring is connected
correctly. The wiring and fuse may
be broken.
—The batftery is too old fo supply enough
power fo make the meter work.
@Check the batfery voltage and make sure
that it supplies enough power.

@Make sure that the speed sensor is
connected properly.

@Check the tire-size seftting.
—refer to manual 4-1.

Clock is incorrect

Battery power lower
than level 1.

Problem Diagnosis

@ Check if the wire is connected properly
—Check if the posifive wire (Red) is
connected to the battery and the main
switch positive wire (Brown) is connected
to the main switch.

@7he problem may be caused by
insufficient power.
—Replacement of the infernal battery
may be necessary.

X If the problem can still not be solved according fo the steps above, please contact your local distributor fo get assitance.
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