KOOSO -~ INSTRUCTION

Thank you for purchasing our product.Please, read the instructions thoroughly and retain them for future reference.

AINOTICE

®To install, follow the steps as described in the manual. Any damages caused by not following directions voids warranty.
@ Correct tools must be used for installation.

@ Do not modify any parts unless specifically stated in the instruction manual.
@ Interior controll maintenance should be performed by a professional only.

oMARK MEANING:

You could get the installation details from the information behind the mark.

/\ Some processes must be followed to avoid the affection caused by wrong installation.
Some processes must be followed to avoid damages to yourself or the public.
Some processes must be followed to avoid the damage to the vehicle.
Denotes the tightening torque value

1-1 ACCESSORIES

INTAKE RUBBER Il AIR CLEANER CASE x1

Please contact the local distributor if the items inside the | Some of these items may not sell in particular area,
package is different compare to the pictures above. for more information, please contact with our local dealer.

2 INSTALLATIONINSTRUCTION

( .
Back of the air cleaner case

PLEASE PROCEED AS FOLLOWS

1. Please use appropriate tools to remove the @original screws X9 of the air cleaner case and the @KOSO air cleaner case .
2. Install the @ Intake Rubber(Accessory 1), and the on the @ KOSO air cleaner case.

3. Please use appropriate tools to install the @ KOSO air cleaner case on the air cleaner case body.

N@JIN |t is recommended to install the flange mark toward the arrow's direction.

N®JI] Please do according to figure in order. Make sure to disassemble the parts in opposite order.
Please refer to the illustration for installation sequence
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3 CURVE TEST DIAGRAM
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NOIId @ KOSO air cleaner case V2 + KOSO Intake Rubber.

Mol & YAMAHA FORCE 2.0 SBD air cleaner case + FORCE 2.0 Intake Rubber.
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