KOOSO .~

Feel The Speed

INS TRUCTION

@ Thank you for purchasing our product.Please, read the instructions thoroughly and retain them for future reference.

A INOTICE

@ To install, follow the steps as described in the manual. Any damage caused by not following directions voids warranty.
@ Correct tools must be used for installation.

@ Do not modify any parts unless specifically stated in the instruction manual.

@ Installation should only be performed by a professional.

© MARK MEANING:

/\ Some procedures must be followed to avoid damages to the instrument.

N/ NRININTER Some procedures must be followed to avoid injuries to the user or others.

Some procedures must be followed to avoid damages to the vehicle.

%] Denotes the tightening torque value.
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2-1 MIRROR INSTALLATION

6 RELE Bushing x1 7 Y spanner X1

Please contact the local distributor if the items inside the package is different compare to the pictures above.

[S]15 Nm (150 kgf.cm)]

NOTE 1

Please proceed as follows
Linstall the @ M10 screw (accessories 2)and @Heightening block(accessories 3) in the ®mirror bone base.
2.Use a suitable tool to and secure the installed rearview mirror to the handlebar, and adjust the rearview mirror to a suitable angle.
Heightening block (accessories 3) suitable for increase or decrease in demand. |

Please perform the disassembly work in the order shown. When installing, please proceed in the reverse order of disassembly and
refer to the relevant tightening torque values provided.

2-2 GRIP TERMINAL MIRROR INSTALLATION INSTRUCTIONS

@ [2]15 Nm (150 kgf.cm)|

Please proceed as follows

1. Please install @M6 screw x2 (accessory 4) and @M6 Bushing x2 (accessory 5) in the @terminal mirror x2 (accessories 1).
2. Install@Terminal Bushings x2 (accessory 6) onto the M6 screw.
3.Using appropriate tools, securely fasten the assembled rearview mirrors onto the handlebars, and adjust the mirrors to the desired angle.

The terminal bushing is installed only on the throttle-side handlebar to prevent interference with the throttle grip. |

Please perform the disassembly work in the order shown. When installing, please proceed in the reverse order of disassembly and
refer to the relevant tightening torque values provided.
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MAINTENANCE INSTRUCTIONS

1.RELEASE MIRROR SHELL FASTEN SCREW
The mirror shell will slacken after a long period of use and wil
need to adjusted.

@ Mirror shell adjust plate

@ Mirror shell fasten screw

© M3 wrench

/\ Use®M3 wrench turn clockwise to release @mirror shell fasten
screw.

2.SPIN MIRROR SHELL TO ADJUST PLATE
@ Mirror shell adjust plate
® Y spanner (Accessoryl3) -

/AN Use@®Y spanner turn mirror adjust plate clockwise as tight as you
want.

3.LOCK MIRROR SHELL FASTEN SCREW
@ Mirror shell adjust plate

@ Mirror shell fasten screw

© M3 wrench

A\ Use®M3 wrench turn@®mirror shell fasten screw clockwise to lock
the mirror shell.
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KOOSO -~ INSTRUCTION

@ Thank you for purchasing our product.Please, read the instructions thoroughly and retain them for future reference.

AINOTICE

@ To install, follow the steps as described in the manual. Any damage caused by not following directions voids warranty.
@ Correct tools must be used for installation.

@ Do not modify any parts unless specifically stated in the instruction manual.

@ Installation should only be performed by a professional.

o MARK MEANING:

/\ Some procedures must be followed to avoid damages to the instrument.

Some procedures must be followed to avoid injuries to the user or others.
Some procedures must be followed to avoid damages to the vehicle.
Denotes the tightening torque value.
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6 Anchor bolt 17mm x2 WAl Forced Block x2 Il M6 bushing x2

9 Y spanner X1
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Please contact the local distributor if the items inside the package is different compare
to the pictures above.

2-1 MIRROR INSTALLATION

NOTE 1

Please proceed as follows

1.Install the @ M10 screw (accessories 2,3)and @Heightening block(accessories 4) in the ®mirror bone base.
2.Use a suitable tool to and secure the installed rearview mirror to the handlebar, and adjust the rearview mirror to a suitable angle.

[%]15 Nm (150 kgf.cm)]

Heightening block (accessories 4) suitable for increase or decrease in demand.

Regardless of the type of car, but limited to M10 screw, the right rear view mirror depends on the type of vehicle, and some need tq

be fixed with the left tooth screw (accessory 3).

Please perform the disassembly work in the order shown. When installing, please proceed in the reverse order of disassembly and

refer to the relevant tightening torque values provided.

2-2 GRIP TERMINAL MIRROR INSTALLATION INSTRUCTIONS

Please proceed as follows

1. Please install @M6 screw x2 (accessory 5) and @M6 Bushing x2 (accessory 8) in the @terminal mirror x2 (accessories 1).

2. Install@anchor bolt 17mm x2 (accessory 6) and © forced block x2 (accessories 7) onto the M6 screw.

3. Using appropriate tools, securely fasten the assembled rearview mirrors onto the handlebars, and adjust the mirrors to the desired angle.

Please perform the disassembly work in the order shown. When installing, please proceed in the reverse order of disassembly and

refer to the relevant tightening torque values provided.

wh011sa000-A-25A




3

MAINTENANCE INSTRUCTIONS

1.RELEASE MIRROR SHELL FASTEN SCREW
The mirror shell will slacken after a long period of use and wil
need to adjusted.

@ Mirror shell adjust plate

@ Mirror shell fasten screw

© M3 wrench

/\ Use®M3 wrench turn clockwise to release @mirror shell fasten
screw.

2.SPIN MIRROR SHELL TO ADJUST PLATE
@ Mirror shell adjust plate
® Y spanner (Accessoryl13) -

/AN Use@®Y spanner turn mirror adjust plate clockwise as tight as you
want.

3.LOCK MIRROR SHELL FASTEN SCREW
@ Mirror shell adjust plate

@ Mirror shell fasten screw

© M3 wrench

A\ Use®M3 wrench turn@®mirror shell fasten screw clockwise to lock
the mirror shell.
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