KOOSO -~ INSTRUCTION

Thank you for purchasing our product.Please, read the instructions thoroughly and retain them for future reference.

AINOTICE

®To install, follow the steps as described in the manual. Any damages caused by not following directions voids warranty.
@ Correct tools must be used for installation.

@ Do not modify any parts unless specifically stated in the instruction manual.

@ Interior controll maintenance should be performed by a professional only.

oMARK MEANING:

You could get the installation details from the information behind the mark.

/\ Some processes must be followed to avoid the affection caused by wrong installation.

Some processes must be followed to avoid damages to yourself or the public.

Some processes must be followed to avoid the damage to the vehicle.

Denotes the tightening torque value

1 ACCESSORIES

IGNITION ROTOR X1

(o2l Please contact the local distributoif the items you open are not the same, as the above-listed one.

2 FEATURES
KOSO STD
® Weight 1170+5¢g 1170g
® Feat Reduces magnetic resistance, effectively decreasing crankshaft load, St ti ist
eatures thereby minimizing power loss and enhancing horsepower. rong magnetic resistance.

3 INSTALLATION INSTRUCTION

\ C @ [24]70 Nm (700 kgf.cm)

Please proceed as follows
O M12 Nut X1
@ Washer X1
© KOSO IGNITION ROTOR X1
/N\ When disassembling the stator, please use the designated special tool to avoid damaging the parts.(Figure 1) |
Before installation, thoroughly clean the stator and the crankshaft shaft end. |
During installation, ensure the woodruff key is securely seated in the crankshaft keyway. |

[\[e2i=4 Please do according to figure in order. Make sure to disassemble the parts in opposite order. Please refer to the illustration for
installation sequence.
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4 Curve Test Diagram
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®KOSO IGNITION ROTOR |
®STD |
Test results vary with testing environment and weather. This test chart is for reference only. |
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