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-10 ~ 60 °C●Effective temperature range

DC 12 V●Effective voltage
JIS D 0203●Standard

55.3 x 50.7 x 22.3 mm
About 118 g  ●Weight

●Size

1 Power Supply
ExtensionerX1

21

65

3 4Adapter Wire (SYM)
DRG/MMBCU

Adapter Wire (KYMCO)
KRV

Adapter Wire (KYMCO)
RACING 125、150

Adapter Wire (SYM)
JET SL

Adapter Wire (YAMAHA)
BW'S / 六代勁戰/FORCE 2.0

Adapter Wire (YAMAHA)
四、五代勁戰/FORCE/BWSR

6.1 mm
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44.6 mm 22.3 mm

Indicator ●Indicator (Red light) Mode 1 [light off] / Mode 2 [red light]
Forced Off When Voltage Below 11.5V

Short press: switch modes
Mode 1 [light off]: Voltage output when KEY ON.
Mode 2 [red light]: Voltage output when KEY ON and start engine.

Thank you for purchasing Fog Light Switch, before operating the unit, please read the instruction thoroughly and retain it for the future reference.

WARNING!
CAUTION!

You could get the installation details from the information behind the mark.
Some processes must be followed to avoid the affection caused by wrong installation.

Some processes must be followed to avoid damages to yourself or the public.
Some processes must be followed to avoid the damage to the vehicle.

MARK MEANING:
NOTE

Notice
1. applications only.
2.For installation, please follow the steps described in manual. Any damage caused by wrong installation shall be imputed to the users.
3.To avoid the short circuit, please don't pull the wire when installing. Don't break or modify the wire terminal.
4.Do not disassemble or change any parts excluding the manual description.
5.The interior examination or maintenance should be executed by our professionals.

DC 12V 

1-1 Accessory

NOTE Please contact the local distributor if the items you open are not the same, with the above-listed one.

1-2 Optional accessories

NOTE Contact your local distributor, if the items received in the box are not the same as the items listed above. 

2 Specifications

NOTE Design and specifications are subje
to change without notice!
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Dust cover

Wire colors of the 4A fuse 
represents from left to right 
are white / blue / yellow. 

Default fuse is 4A, it's changeable according to the demand. (Total amps should be less than 12A)
The connectors will be slightly different on different brands or models but the connection way is the same. The above example is an optional accessory 1.

Example: Adapter Wire
(Optional Accessory 1)

No charging. ● May be due to lack of power supply.
　→Confirm the wiring is connected.
　→Check if positive (red) and negative
　(black) poles are properly connected.

No voltage output after KEY ON ●Might be wrong setting mode.
　→Refer to　 Function for detail.
●Forced Off When Voltage
　Below 11.5V

Different connector. ●Might buy the wrong adapter wire.
　→Check the brand of the
　　motorcycle or the model.

2

Wiring installation istructions3

4
The following situation do not indicate malfunction of the meter. Please check the following before taking it in for repair.

Trouble shooting

※If still can't solve the problems according to the steps above, please contact with distributors or us. 
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Trouble Check item Trouble Check item

Black / Ground wire connect to the
vehicle body or the engine.
(It must be a good ground) 


